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Date (MM/DD)____                  
Time (24 hour)                  
LRHVAC: Air [°F]                  
LRLCWT: LCW [°F]                  
ITDT00: start [µs]                  
ITDT01: lamp [µs]                  
ITDT02: train∆t [µs]                  
Phase locked ???                  
Osc. Lamp PS [A]                  
∆λ After PP[Å]                  
IR B4 PP [mW]                  
IR After MP [µJ]                  
IR After 2P [mJ]                  
IR After SF [mJ]                  
IR B4 Xtals [mJ]                  
Green (filter)[ µJ]                  
UV B4 Trans. [µJ]                  
UV PD @x1 0 [µJ]                    
UV PD @x1 0/-1                   
UV PD @x1 0/+1                  
UV EM @x1 [µJ]                  
ICT@X2 [nC]                  
                  
QS Ch. A [ns]                  
QS Ch. B [ns]                  
Delay cable [ns]                  
PP Ch. C [ns]                  
PP Ch. D [ns]                  
Delay cable [ns]                  
MP Ch. A [µs]                  
MP Ch. B [ms]                  
2P Ch. C [µs]                  
2P Ch. D [ms]                  
MP Lamp PS [V]                  
2P-1 Lamp PS [V]                  
2P-2 Lamp PS [V]                  
Spatial filter[um]                  
UVTelescope[mm]                  
Notes on page #…                  
Initials of person                  
                  
                  
                  
                  
                  
                  
                  
                  

 

 


